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GEARCASE

BREATHER

PLUG

AND FILL LOCATION

GEARCASE

OIL LEVEL

PLUG

GEARCASE

OIL DRAIN

PLUG

ARBOR DRIVE

60-2

ROLLER CHAIN

INSTALLATION

OPTIONAL ENCODER

LOCATION

FOR RECORDABLE

PRESET POSITIONING

DESIGN ALLOWS FOR SIDE-BY-SIDE

NESTED MOUNTING ON 8 INCH CENTERS

(ARBOR LOCATION)

 3/8" (.375)

7X19 GAC

WIRE ROPE

TO HEAD BLOCK

(ARBOR LOCATION)

10 1/4 1 1/4

4 1/4

1 3/4

USE A 1/2-13 x LENGTH NEEDED

GRADE 5 OR BETTER.

HEX HEAD CAPSCREW

IN THESE LOCATIONS ONLY

TORQUE TO 22 FT-LBS

LOCATING JIG BUTTED TO FACE OF TEE OR T-STRUT

NOTE: REMOVE JIG AFTER MOUNTING IS COMPLETE

USE A 1/2-13 x LENGTH NEEDED

GRADE 5 OR BETTER.

SOCKET FLAT HEAD CAPSCREW

IN THESE LOCATIONS ONLY

TORQUE TO 22 FT-LBS

276 LBS

20 3/4

JIGS PER WALL TYPE AND CONFIGURATIONS

ARE AVAILABLE

JIG SHOWN IS FOR REFERENCE

HOIST SPECIFICATION

DESCRIPTION SPECIFICATION

WORKING LOAD LIMIT 1500 LBS

LINE SPEED 24 FT/MIN

MOTOR HP 2.0

MOTOR VOLTAGE 208

FULL LOAD AMPS

6.2@208V

TOTAL RATIO 155:1

HOIST MOUNTING

ANCHOR TENSILE LOAD

834 LBS PER BOLT

16 7/8


